
Declaration of Performance
Nr. MBI0002C 

1. Unique identification Concrete tiles thickness ≤ 50 mm according to attachement ZA from EN 1339:2003

2. Application Outdoor flooring
3. Name and adress of manufacterer MBI BV       

Haatlandhaven 11 
8263 AS Kampen    

4. Name and adress of endorsee None
5. System for assessment and

verification of the performance
durability

System 4 

6. Harmonised standards EN 1339:2003 

7. Declared certification institution Does not apply

Essential features Performance Harmonised technical 
specification

Emission of asbesto Contains no asbesto EN 1339:2003 article 4.2

Size tolerance P EN 1339:2003 article 5.2.4

Dimensional change tolerance K EN 1339:2003 article 5.2.4

Weather resistance A EN 1339:2003 article 5.3.2

Bending strength T EN 1339:2003 article 5.3.3

Wear resistance F EN 1339:2003 article 5.3.4

Skid/slip resistance NPD EN 1339:2003 article 5.3.5

Size (cm)
60x30x4 
80x40x4 
Wildverband 4 cm 

50x50x4 
60x60x4 
80x80x4 

EN 1339:2003 article 5.2.2

Breaking load NPD 4 EN 1339:2003 article 5.3.6

8. Technical documentation Does not apply

The performance of the product described above is in accordance with the declared performance. This 
declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole 
responsibility of the manufacturer identified above.

Veghel, 1-07-2013 Signed:

Marcel Bettonvil  
CEO




